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1.MODIFICATIONS

2.BUTTON FUNCTIONS

Switch between metric 
and English measurement 
systems

Switching on/off

Setting Zero

Item No Range Resolution Jaws Accuracy Data output

mm mm mm mm
141105111 0-500 0,01 100 ±0,050 RS-232
141105112 0-500 0,01 100 ±0,050 Wireless
141105121 0-500 0,01 150 ±0,050 RS-232
141105122 0-500 0,01 150 ±0,050 Wireless
141105151 0-500 0,01 300 ±0,050 RS-232
141105152 0-500 0,01 300 ±0,050 Wireless
141110111 0-1000 0,01 150 ±0,080 RS-232
141110112 0-1000 0,01 150 ±0,080 Wireless
141110151 0-1000 0,01 300 ±0,080 RS-232
141110152 0-1000 0,01 300 ±0,080 Wireless
141115111 0-1500 0,01 150 ±0,080 RS-232
141115141 0-1500 0,01  300 ±0,080 RS-232
141120111 0-2000 0,01 150 ±0,100 RS-232
141120151 0-2000 0,01 300 ±0,100 RS-232

Preset function

Abolute 
function
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3.OPERATION INSTRUCTIONS
3.1 Wipe with a clean cloth, soaked in gasoline, measuring surface of the 
frame and gauge calipers to remove anti-corrosion oil. Then wipe them 
with a clean dry cloth.
3.2 If necessary, open the battery cover; insert the battery (CR2032) 
according to the polarity of the electrodes. Blinking display information or 
absence suggests replacing battery.
3.3 During the measurement, measuring jaws should to sum to the 
measured object without knocking.
3.4 During the measurement avoid warps of measuring surfaces of 
the instrument. Measuring surface must be fully in contact with the 
measurement object.
3.5 After finishing work wipe the measuring surfaces of the caliper with a 
cloth soaked in gasoline and apply anticorrosion oil.

				  

	                                 WARNING!
IN THE PROCESS OF WORKING WITH CALIPERS SHOULD BE AVOIDED:
Scratches on the measuring surfaces;
Measuring the size of object in the process of machining;
Shocks or dropping, avoid bending of rod or other surfaces.	

Item No Range Resolution Jaws Accuracy Data output

mm mm mm mm
141105111 0-500 0,01 100 ±0,050 RS-232
141105112 0-500 0,01 100 ±0,050 Wireless
141105121 0-500 0,01 150 ±0,050 RS-232
141105122 0-500 0,01 150 ±0,050 Wireless
141105151 0-500 0,01 300 ±0,050 RS-232
141105152 0-500 0,01 300 ±0,050 Wireless
141110111 0-1000 0,01 150 ±0,080 RS-232
141110112 0-1000 0,01 150 ±0,080 Wireless
141110151 0-1000 0,01 300 ±0,080 RS-232
141110152 0-1000 0,01 300 ±0,080 Wireless
141115111 0-1500 0,01 150 ±0,080 RS-232
141115141 0-1500 0,01  300 ±0,080 RS-232
141120111 0-2000 0,01 150 ±0,100 RS-232
141120151 0-2000 0,01 300 ±0,100 RS-232
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4.INSTRUMENT FIGURE

Change without prior notice Edition: M141080_0818


